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HSC SERIES 900000

NUMBERING SYSTEM

L STD.PLATING, SHELL-FUSED TIN, CONTACTS-GOLD; FOR STNL'S STL SHELL-PASSIVATE
SPECIAL MODIFICATIONS
ALTERNATE INSERT POSITION (NO LETTER FOR NORMAL)
CONTACT DESIGNATOR P-PIN, S-SOCKET ]
INSERT ARRANGEMENT
COUPLING T-THREADED, B-BAYONET PINS
SHELL SIZE Y
CONTACT TERMINATION: ;:E%SEBE%E‘HPE’%BFGE |
SHELL STYLE F SR SOUTHEREDT
SERIES NO. 5-TURNED DOWN
MATERIAL: 6-CRIMP, REAR RELEASE

S-COLD ROLL STEEL, SS-STAINLESS STEEL, SSN-STAINLESS STEEL, NICKEL PLATED

ALL CONNECTOR SIZES SHOWN ARE COMPLETELY DESIGNED. X-INCONEL, M-MONEL OR AS SPECIFIED
MOST STANDARD INSERT ARRANGEMENTS AND
INTERFACIAL SEALS ARE TOOLED.

PLEASE CONSULT FACTORY FOR FURTHER DETAILS.

The low profile and high density of contacts in Hermetic Seal Corporation’s
900000 series is a key factor in adaptability of this series for both commercial
and space age requirements. Designed to accommodate AWG wire sizes 16
through 28 in 9 shell styles plus contact arrangements from 3 to 128 contacts
illustrates the versatility of this series of connectors.

SERIES
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Aside from our standard series, Hermetic Seal Corporation offers design assistance
in formulating special applications of our 900000 series including weldable
flanges, thermocouple contacts, high temperature capabilities, underwater design
and others.

To complete the versatility of this series it offers quick disconnect bayonet coup-
ling and to assure a complete environmental seal all connectors are supplied with
an interfacial seal with individual raised tapered sealing barriers around each
contact.

CONTACT FACTORY FOR SERIES IV
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GENERAL SPECIFICATIONS

AlIR LEAKAGE (HERMETICITY)
LEAKAGE RATE LESS THAN .01 MICRON
PER CUBIC FOOT PER HOUR (1 x 107
ccl/sec) AT 15 PS.L.

INSULATION RESISTANCE
GREATER THAN 5,000 MEGOHMS AT 500
VDC PER MIL-STD-1344 METHOD 3003.

INSERT RETENTION
INSERT WILL WITHSTAND 100P.S.1. WITH-
OUT DAMAGE.

DIELECTRIC WITHSTANDING VOLTAGE
CONNECTORS SHOW NO EVIDENCE OF
BREAKDOWN OR FLASHOVER WHEN
TESTED AT VOLTAGES SHOWN PER
MIL-STD-1344, METHOD 3001.
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Altitudo

Matad
1800

Mated
1300

Unmated | Mated
1800 2300

Unmated
2300

Unmated
1300

Sea lavel

50,000 200 S50 1000 H00 1000 200
70,000 ano 350 1000 400 1000 500
110,000 800 200 10006 200 1000 200

HERMETIC SEAL CORPORATION

4232 TEMPLE CITY BOULEVARD, ROSEMEAD, CALIFORNIA 81770

CORROSION
CONNECTOR WILL MEET SALT SPRAY
TEST PER MIL-STD-1344 METHOD 1001.

THERMAL SHOCK

NO EVIDENCE OF DAMAGE DETRI-
MENTAL TO THE OPERATION OF CON-
NECTOR AFTER TESTING AT LESS THAN
4°C (39°F) TOGREATER THAN 90°C (201°F).

HUMIDITY

MAINTAINS INSULATION RESISTANCEOF
100 MEGOHMS/100 VDC OR GREATER
PER MIL-STD-1344 METHOD 1002.

TOLERANCE EXCEPT AS SPECIFIED
DECIMALS +.005 FRACTIONS + 1/32







